
ultraRoof
engineered by

380

GREAT LOOKING, FAST FITTED, 
THERMALLY EFFICIENT 

REPLACEMENT TILED ROOF THAT CAN INCORPORATE FULL RECTANGULAR GLASS PANELS.

FIT MORE, EARN MORE

This is a simple lightweight tiled roof perfect for replacing an old tired conservatory 
roof in one day. There are 3 simple components, making it extremely light and 
easy to install, faster than any other solid roof onto existing frames. 
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Development phases/timeline

Phase Timing Product specification

1 July 2016 Standard shapes eg. lean-to (basic/hipped), duo gable, Vic 3/5 (equal pitch), single & double hipped Georgian with box gutter

2 Winter 2016 Added configurability including valleys, more box gutter options, limited pitch variations

3 Spring 2017 Shaped glazing

Carbon grey

Harvest Brown

Terra Brick

Job No.: 3204 v2 March 2016

Key performance / information

• Rapid install - 2 hours water tight - 6 hours tiled

• Comes with UltraTile engineered copolymer interlocking slate tile- in 3 colours

• Incorporate large rectangular glass panels - massive saving over roof windows

• Off site manufactured, three simple system components

• No tie beam – ever!

• Features small external soffit and internal pelmet

• Full third party accreditation

• Weight only 38Kg/m² - less than others, not much more than glass roof

• All external items included - eg. gutter fascia

• UltraROOF 380 will have independent accreditation as follows;

 - Agrement certification  - LABC/LABSS System Approval - Jhai System Approval
Choose from 3 colours above

Product Definition 
UltraROOF 380 is perfect for those wanting a lightweight tiled roof refurbishment product for tired conservatory roofs. There are three 

simple components that form the product, its light weight and ease of installation making it perfect for sitting on existing frames (subject 

to survey) and so the product of choice for replacing tired glazed conservatory roofs as it can incorporate full rectangular glass panels in 

the roof similar to LivinRoof. 

UltraTile in 3 colours

Powder coated 
closure extrusion

Integrated Classic 
gutter system 
- bracket snaps into 
aluminium extrusion

Your window frame

321mm 
(when using 70mm frames)

Alternative (only option if sat on Loggia columns) - further details soon.

Counter battens

190mm Unidek aero panel, 0.16W/m2 
ºC (240mm panel to follow)

Self adhesive high performance 
water proofi ng under layer
OSB (Oriented Strand Board) - 
tongue and groove to 4 sides

OSB3 (Oriented Strand Board) - 
structural grade

40mm
Fascia board

210mm151mm

1

2

UltraTile fi nishing trim

High performance 
corrosion resistant steel

High performance corrosion 
resistant steel

High performance, styropor carbon 
enriched expanded polystyrene (eps) 
bead insulation

70mm

70mm

380mm 25x50mm timber battens (Not supplied)

12.5mm Gyproc wallboard DuplexT/E
(Not supplied)

Product Specification 


